RCBS

How To Use Neck Expander Dies
For Cast Rifle Bullets

In one step this die expands a rifle case neck to correct diameter to
receive a cast bullet and slightly flares the case mouth for easy entry.

A bullet can then be seated, properly and firmly, without the case
shearing lead from the bullet’s sides.

To Use:

Screw the Neck Expander Die into the press until itis 1/8"to 1/2" above
the Shell Holder when the Shell Holder is at the top of the press stroke.
Cases such as the .300 H&H Mag, .300 Wby. Mag, and the .375 H&H Mag
require the die to be set at the higher setting due to their length. Place a
sized case in the Shell Holder and run it into the Neck Expander Die. The
case mouth should be flared just enough to accept the base of the bullet
when placed on top of the case.

The Neck Expander Plug is tapered and may be adjusted for more or less
flaring by adjusting the Neck Expander Rod Assembly. Loosen the small
lock on top of the die and tum the Neck Expander Rod Assembly
clockwise for more flaring and counter-clockwise for less flaring.

To Change Neck Expander Plugs:

First, remove the Neck Expander Die from the press. Loosen the small
lock ring. Use a small screwdriver in the slot provided to turn the rod
clockwise and remove it from the die body. Use a 4" adjustable wrench on
the flat spot on the neck expander rod. Then use a pair of pliers to grip
the hardened plug around the knurled portion (never the expanding
portion) and remove it.

Check the latest RCBS catalog fora complete listing of Neck Expander
Dies and extra Expander Plugs. Extra plugs can be purchased without
having to buy a new die body or expander rod and lock ring.
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