
PRECISIONEERED® RELOADING EQUIPMENT

We think that we make the very best
reloading equipment in the world.

If you agree, please tell your friends.
If you disagree, tell us - we want to do something about it!

Customer Service

1-800-533-5000 (US or Canada) or 530-533-5191

Hours: Monday - Thursday, 6:30am - 3:00pm (hours may vary)

e-mail: rcbs.tech@atk.com • www.rcbs.com

RCBS • 605 Oro Dam Blvd. • Oroville, CA  95965

CCI • SPEER • RCBS
OUTERS • RAMLINE • ORBEX • FEDERAL

7200570/1204

9419 17 9429 348
9438 20 9430 35/38
9420 22 9437 9.3mm
9422 25 9431 375
9423 6.5mm 9432 40
9424 270 9433 41
9425 7mm 9434 416
9426 30/7.35 9435 44/11mm
9427 338 9436 45
9428 32/8mm 9134 475

9445 500

RCBS® Bullet Puller Collets are available in the following
calibers:

See your sporting good retailer or call the RCBS Customer
Service Department at: 1-800-533-5000.

PART # CALIBER PART # CALIBER

P R O D U C T  I N S T R U C T I O N S

STANDARD BULLET PULLER
The RCBS Standard Bullet Puller utilizes the standard 7/8"-14 thread
and may be used in any single stage reloading press having that
thread. It is designed to pull jacketed, spitzer pointed style bullets.
Do not pull pure lead bullets or bullets with a large portion of lead
exposed at the nose as they will be badly distorted or the Collet
may not grip the bullets at all.

TO USE:
Screw the Bullet Puller into the reloading press several turns
and lock into place with the lock nut. Release any tension on
the Bullet Puller Collet by turning the handle counter-clockwise
so that the bullet to be pulled will enter easily.

Place the loaded cartridge in the proper shell holder and raise
it until the bullet enters the collet. Turn the Bullet Puller Handle
clockwise to get a good, tight grip on the bullet. Depending
on the leverage system of your reloading press, give the
handle a sharp upward or downward blow to force the
cartridge away from the bullet.

Release the tension on the collet and the bullet will drop out.
If the bullet sticks, gently tap the top of the Bullet Puller to
release it.

If the bullet is sealed or crimped exceptionally tight, use the
Seater Die to seat the bullet .005" deeper into the cartridge.
This will break the seal and free the bullet for easy removal
with the Bullet Puller.

STANDARD BULLET PULLER
The RCBS Standard Bullet Puller utilizes the standard 7/8"-14 thread
and may be used in any single stage reloading press having that
thread. It is designed to pull jacketed, spitzer pointed style bullets.
Do not pull pure lead bullets or bullets with a large portion of lead
exposed at the nose as they will be badly distorted or the Collet
may not grip the bullets at all.

TO USE:
Screw the Bullet Puller into the reloading press several turns
and lock into place with the lock nut. Release any tension on
the Bullet Puller Collet by turning the handle counter-clockwise
so that the bullet to be pulled will enter easily.

Place the loaded cartridge in the proper shell holder and raise
it until the bullet enters the collet. Turn the Bullet Puller Handle
clockwise to get a good, tight grip on the bullet. Depending
on the leverage system of your reloading press, give the
handle a sharp upward or downward blow to force the
cartridge away from the bullet.

Release the tension on the collet and the bullet will drop out.
If the bullet sticks, gently tap the top of the Bullet Puller to
release it.

If the bullet is sealed or crimped exceptionally tight, use the
Seater Die to seat the bullet .005" deeper into the cartridge.
This will break the seal and free the bullet for easy removal
with the Bullet Puller.
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If you agree, please tell your friends.
If you disagree, tell us - we want to do something about it!

Customer Service

+1 530-538-2699 (US or Canada)

www.rcbs.com

RCBS • 605 Oro Dam Blvd. East • Oroville, CA  95965
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RCBS® Bullet Puller Collets are available in the following
calibers:

See your sporting good retailer or call the RCBS Customer 
Service Department at: +1 530-538-2699.

PART # CALIBER PART # CALIBER

P R O D U C T  I N S T R U C T I O N S

STANDARD BULLET PULLER
The RCBS Standard Bullet Puller utilizes the standard 7/8"-14 thread
and may be used in any single stage reloading press having that
thread. It is designed to pull jacketed, spitzer pointed style bullets.
Do not pull pure lead bullets or bullets with a large portion of lead
exposed at the nose as they will be badly distorted or the Collet
may not grip the bullets at all.

TO USE:
Screw the Bullet Puller into the reloading press several turns
and lock into place with the lock nut. Release any tension on
the Bullet Puller Collet by turning the handle counter-clockwise
so that the bullet to be pulled will enter easily.

Place the loaded cartridge in the proper shell holder and raise
it until the bullet enters the collet. Turn the Bullet Puller Handle
clockwise to get a good, tight grip on the bullet. Depending
on the leverage system of your reloading press, give the
handle a sharp upward or downward blow to force the
cartridge away from the bullet.

Release the tension on the collet and the bullet will drop out.
If the bullet sticks, gently tap the top of the Bullet Puller to
release it.

If the bullet is sealed or crimped exceptionally tight, use the
Seater Die to seat the bullet .005" deeper into the cartridge.
This will break the seal and free the bullet for easy removal
with the Bullet Puller.

STANDARD BULLET PULLER
The RCBS Standard Bullet Puller utilizes the standard 7/8"-14 thread
and may be used in any single stage reloading press having that
thread. It is designed to pull jacketed, spitzer pointed style bullets.
Do not pull pure lead bullets or bullets with a large portion of lead
exposed at the nose as they will be badly distorted or the Collet
may not grip the bullets at all.

TO USE:
Screw the Bullet Puller into the reloading press several turns
and lock into place with the lock nut. Release any tension on
the Bullet Puller Collet by turning the handle counter-clockwise
so that the bullet to be pulled will enter easily.

Place the loaded cartridge in the proper shell holder and raise
it until the bullet enters the collet. Turn the Bullet Puller Handle
clockwise to get a good, tight grip on the bullet. Depending
on the leverage system of your reloading press, give the
handle a sharp upward or downward blow to force the
cartridge away from the bullet.

Release the tension on the collet and the bullet will drop out.
If the bullet sticks, gently tap the top of the Bullet Puller to
release it.

If the bullet is sealed or crimped exceptionally tight, use the
Seater Die to seat the bullet .005" deeper into the cartridge.
This will break the seal and free the bullet for easy removal
with the Bullet Puller.
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